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INTRODUCTION

Laser-assisted, mask-free fabrication is emerging as a versatile and
powerful technique for the scalable production of conductive materials with customized patterns on flexible substrates (1–5). For
example, laser-induced graphene (termed as LIG), taking advantage
of laser irradiation–induced, localized, high temperatures to convert
carbonaceous materials into porous graphene with arbitrary patterns
under ambient conditions, features simple fabrication, easy customization, and high electrical conductivity and has shown promising
applications in flexible electronics, soft actuators, artificial throats,
energy storage, and others (6–9). Despite recent progresses in laser-
assisted fabrication, it remains challenging to enable laser scribing
of graphene or other highly conductive materials on tissue-like soft
elastomers. For instance, high-quality LIG is usually obtained on rigid
polyimide (PI) films (Young’s modulus, ~2.5 GPa) (1), which has a
big mechanical mismatch with biological tissues. Soft elastomers indicate tissue-like pliability, high stretchability, and biocompatibility.
In addition, their integrations with customized conductive patterns
are the ideal building blocks (e.g., conductive traces and basis electrodes) to make various biointerfaced electronics and soft actuators
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(10–12). While LIG can be transferred from rigid PI mother substrates
onto soft elastomer substrates for bio-related applications, the additional transfer-printing process is complicated and tedious (13). It
is worth noting that laser-assisted fabrication of silicon carbide (SiC)
has been recently achieved on soft silicone elastomers (14, 15). However,
laser-scribed SiC demonstrates a relatively poor electrical conductivity, thereby restricting its broad applications in on-skin electronics
and others.
Molybdenum dioxide (MoO 2) is an unusual and attractive
transition metal oxide because of its metallic electrical resistivity
(8.8 × 10−5 ohm·cm), high chemical stability, high biocompatibility,
and low magnetic susceptibility (16–18), which is a fascinating material for bioelectronic applications. In addition, on account of its high
photothermal conversion efficiency (more than 60% in the near-
infrared region) (19, 20), MoO2 can be adopted for light-driven soft
actuators. In the present, MoO2 is mainly prepared using hydrothermal
or calcination methods and is usually used for photothermal therapy,
lithium-ion batteries, electrocatalysts, surface-enhanced Raman spectroscopy, and others (18, 21–23). Even with these promising properties, the applications of MoO2 in emerging bioelectronics and soft
actuators are still rare, mainly because of the lack of the fabrication
technique that can enable simple, scalable, and mask-free fabrication
of MoO2 on tissue-like soft elastomers under ambient conditions.
To fill the aforementioned gaps in material fabrications, here, we
first demonstrate laser-assisted, mask-free, scalable scribing of MoO2
(termed as LSM) on soft elastomers and other substrates under
ambient conditions. In addition, existing on-skin wearables usually
have bioelectronic devices patterned on the bottom side that directly
touches human skin to record various biosignals (9, 10). In addition,
studies of developing Janus wearable devices, which have different
biosensing functions on the skin-touch side and air-exposed side,
are still rare. Here, we have further developed LSM-based Janus onskin wearables with different bioelectronic devices patterned on the
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Laser-assisted fabrication of conductive materials on flexible substrates has attracted intense interests because of
its simplicity, easy customization, and broad applications. However, it remains challenging to achieve laser scribing
of conductive materials on tissue-like soft elastomers, which can serve as the basis to construct bioelectronics and
soft actuators. Here, we report laser scribing of metallic conductive, photoactive transition metal oxide (molybdenum
dioxide) on soft elastomers, coated with molybdenum chloride precursors, under ambient conditions. Laser-scribed
molybdenum dioxide (LSM) exhibits high electrical conductivity, biocompatibility, chemical stability, and compatibility with magnetic resonance imaging. In addition, LSM can be made on various substrates (polyimide,
glass, and hair), showing high generality. Furthermore, LSM-based Janus on-skin electronics are developed to
record information from human skin, human breath, and environments. Taking advantage of its outstanding photothermal effect, LSM-based soft actuators are developed to build light-driven reconfigurable three-dimensional
architectures, reshapable airflow sensors, and smart robotic worms with bioelectronic sensors.
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two sides, which can provide concurrent monitoring of comprehensive information from human skin, human breath, and environments for potential applications in health monitoring and daily-life
management. Besides, soft actuators based on LIG have been recently
achieved, which are usually electrothermally actuated and need conductive wires to connect soft actuators with external power sources
(12). In this work, we have developed LSM-based, untethered, light-
driven soft actuators and demonstrated their applications in reconfigurable three-dimensional (3D) architectures, reshapable
wearable airflow sensors, and smart soft robotic worms with bioelectronic sensors.

RESULTS

Fabrication and characterization of laser-scribed MoO2
The fabrication process of LSM is illustrated in Fig. 1A. Briefly, the
process starts with spray coating of molybdenum chloride (MoCl5)
on supporting substrates, which are annealed at 85°C for 2 min in
the air. Next, CO2 laser irradiation is used to convert the precursors
into MoO2 under ambient conditions by a photothermal process.
Here, CO2 laser centers at 10.6 m with a range of 927 to 951 cm−1
(24). These frequencies can be well absorbed by the precursors (fig. S1).
The Hilbert serpentine pattern is used as an illustrative example,
and the computer-controlled CO2 laser beam can create arbitrary
Downloaded from https://www.science.org at Missouri University of Science and Technology on November 22, 2022

Fig. 1. Fabrication and characterization of laser-scribed MoO2. (A) Schematic illustration of laser scribing of MoO2 on supporting substrates. (B) Optical image of LSM
with the Hilbert pattern on porous SEBS. Scale bar, 2 cm. Top-view SEM image (C), cross-sectional SEM image (D), and cross-sectional EDS mapping of Mo (pink) and C
(blue) elements (E) of LSM on porous SEBS. Scale bars, 20 m (C), 50 m (D), and 50 m (E). (F) XRD pattern of LSM on porous SEBS. Inset: Crystal structures of monoclinic
MoO2. A.U., arbitrary units. (G and H) HRTEM image and corresponding fast Fourier transform pattern of LSM. Scale bar, 5 nm. (I) Variation of sheet resistances of LSM on
porous SEBS as a function of the laser-scribing power and the amount of spray-coated MoCl5 precursors. The color bar indicates distributions of sheet resistances. (J) XRD
patterns of LSM fabricated on human hair, glass, PI, and PDMS. (K) Current-voltage relation (I-V) curves of human hair before and after LSM fabrication.
Zhao et al., Sci. Adv. 8, eabp9734 (2022)
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has a negligible effect on the breathability (water vapor transmission) of the porous elastomer substrate (fig. S10) owing to the
porous structures of LSM and well-preserved porous structures of
porous SEBS after LSM fabrication (fig. S9).
In addition, cytotoxicity tests were conducted by incubating three
different types of cell lines, including human immortalized epidermal
cells (HaCaT), human histiocytic lymphoma cells (U937), and human
dermal fibroblasts (HDF-), on LSM. Here, the obtained data were
evaluated for statistical significance using an ordinary two-way
analysis of variance (ANOVA) followed by Tukey’s post hoc multiple comparison test, and the differences were considered significant
at P < 0.05. The relative fluorescence intensity (Fig. 2A) shows that
there are no significant differences (P > 0.05) in cell viability among
the cells cultured with LSM and on tissue culture polystyrene (control)
on the fifth day. The fluorescence micrographs (Fig. 2B) show that
HaCaT cells attach well and spread uniformly on LSM, and no visible
(VIS) apoptosis or necrosis was observed, indicating outstanding
biocompatibility. Besides, it is desirable to develop magnetic resonance imaging (MRI)–compatible bioelectronics (28, 29). The unique
combination of MRI and bioelectronics can provide comprehensive
information of the human psychological state. Here, the magnetic
susceptibility of LSM is about −2 parts per million (ppm) (Fig. 2C).
The material is usually considered to be MRI compatible when the
absolute value of the magnetic susceptibility difference between the
investigated material and water (magnetic susceptibility, −9 ppm) is
less than 10 ppm (30). As shown in Fig. 2D, LSM has better MRI
compatibility than several other conductive materials used in bioelectronics [e.g., platinum (Pt), gold (Au), and silver (Ag)] (30).
While copper (Cu) has better MRI compatibility than LSM, Cu can
be easily oxidized into copper oxide with high magnetic susceptibility
(~17 ppm) (31) in the air and biofluids, dampening its promise. In
addition, a negligible temperature fluctuation was observed on LSM
during a 20-min MRI scanning process (Fig. 2E), measured with a
fiber optic temperature sensor. To further demonstrate MRI compatibility, LSM was attached on a porcine head (fig. S11) for imaging
using a 3T clinical MRI scanner. The obtained MRI images show no
artifacts or distortion in the LSM vicinity [obtained from T1-weighted
magnetization prepared rapid acquisition gradient echo (MPRAGE)
sequence scans and T2-weighted sampling perfection with application
optimized contrasts using different flip angle evolution (SPACE)
sequence scans, respectively; Fig. 2F and fig. S12], indicating outstanding MRI compatibility. Meanwhile, LSM fabricated on porous
SEBS with kirigami cutting patterns exhibits promising flexibility,
stretchability, and cyclability (fig. S13).
Janus on-skin wearables based on laser-scribed MoO2
Emerging on-skin wearable electronics can provide continuous, real-
time monitoring of a range of physiological signals from human skin
and can find wide applications in human health care, fitness tracking,
human-machine interface, and others (32–34). Despite the recent
considerable progress, on-skin wearables with Janus device layouts,
which can not only record multiple biological signals from human
skin but also capture useful information from human breath and
surrounding environments, are still rare. In this section, we have
demonstrated the Janus on-skin wearables based on LSM patterned
on porous SEBS (Fig. 3A). The top side (Fig. 3B and fig. S14A) of the
Janus wearable is exposed to air and has the alcohol gas sensor, humidity
sensor, ultraviolet (UV) sensor, and ammonia (NH3) gas sensor, consisting of LSM interdigital electrodes coated with tungsten diselenide
3 of 11
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MoO2 patterns on substrates coated with precursors. In the end, washing away the precursors, unexposed to the CO2 laser irradiation,
completes the fabrication process. More details about LSM fabrication are provided in Materials and Methods.
Phase separation–synthesized porous poly(styrene-ethylene-
butadiene-styrene) (SEBS) is used as the substrate example to illustrate
LSM formation because of its ultrasoftness (Young’s modulus,
~1.5 MPa), high breathability, and self-cooling effect (25), which is
a promising soft supporting substrate for on-skin bioelectronics.
Figure 1B provides an optical image of a laser-scribed Hilbert serpentine
pattern of MoO2 on porous SEBS. Figure S2 displays an array of LSM
letters of laser-scribed MoO2 on porous SEBS, indicating scalability
and high reproducibility of the laser-assisted fabrication. The top-view
scanning electron microscopy (SEM) image (Fig. 1C) demonstrates
that LSM exhibits porous structures. The cross-sectional SEM image
(Fig. 1D) and corresponding energy-dispersive x-ray spectroscopy
(EDS) element mapping (Fig. 1E) show the interconnected interface
of LSM and porous SEBS, and the thickness of LSM is ~50 m. Furthermore, x-ray diffraction (XRD) analysis (Fig. 1F) shows that LSM
can be indexed as the monoclinic-phase MoO2 [Joint Committee
on Powder Diffraction Standards (JCPDS), 32-0671] with lattice
constants of a = 5.6068 Å, b = 4.8595 Å, and c = 5.5373 Å (26). The
inset in Fig. 1F illustrates the crystal structure of MoO2, where six O
atoms form an octahedron with a Mo atom in the center, occupying
half the space of the octahedron. All the O atoms in the octahedron
are triply shared to form a monoclinic MoO2, which is a distorted
rutile structure with two alternative Mo─Mo bond distances, contributing to high electrical conductivity (16, 23). The Raman spectrum
of LSM (fig. S3) further confirms the formation of MoO2. The characteristic peaks at ~571 and 744 cm−1 arise from Mo─O bond vibration modes, while other fingerprint peaks at ~201, 228, 361, 462,
and 495 cm−1 can be attributed to phonon vibration modes of MoO2
(23). The high-resolution transmission electron microscopy (HRTEM)
image (Fig. 1G) and corresponding fast Fourier transform pattern
(Fig. 1H) demonstrate that LSM has a high degree of crystallinity.
The spacing of the lattice fringe of 0.34 and 0.24 nm can be in−
dexed to (111) and (200) planes of monoclinic MoO2, respectively.
Moreover, as shown in Fig. 1I, a low sheet resistance of ~4.6 ohms
square−1 can be achieved on LSM by optimizing the laser-scribing
power and the amount of MoCl5 precursors coated on porous SEBS,
which is well suitable for bioelectronic applications. In addition, the
laser-assisted fabrication process is highly repeatable, and an SD of
0.4 ohms square−1 is obtained in the sheet resistances of 20 independently prepared LSM samples (fig. S4). It is worth noting that
laser irradiation on porous SEBS without coating MoCl5 precursors
results in substrate ablation (fig. S5) instead of the formation of LIG,
possibly due to its low melting point and lack of cross-linked aromatic
structures (27). In addition to porous SEBS, LSM has been made on a
variety of substrates, including polydimethylsiloxane (PDMS), PI, glass,
and even human hair (Fig. 1J and figs. S6 and S7) using similar procedures, indicating high generality of the reported fabrication technique. Figure S7 provides an SEM image of LSM formed on human
hair. After LSM formation, human hair becomes conductive (Fig. 1K).
In addition, as shown in fig. S8, LSM indicates high stability at high
temperatures and in both strong acid and strong alkali. In addition,
as shown in fig. S9, with precursor coating, laser irradiation has small
effects on the underneath polymer substrates during MoO2 fabrication,
possibly due to the strong absorptions of precursor materials in
the CO 2 laser wavelengths (fig. S1A). Notably, LSM fabrication
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(WSe2) nanoflakes, graphene oxides (GO), zinc oxide (ZnO) nanowires,
and p-toluene sulfonate hexahydrate–doped polyaniline (PTS-PANI),
respectively. The bottom side of the Janus wearable (Fig. 3C and fig.
S14B) directly touches human skin and has the electrophysiological
sensor, temperature sensor, and sweat biochemical sensor. The
electrophysiological sensor consists of LSM reference, ground, and
measurement electrodes, which can monitor electrocardiograms
(ECGs), electroencephalograms (EEGs), and electromyograms (EMGs).
The temperature sensor consists of an LSM conductive trace and
can measure the body temperature. The sweat biochemical sensor
consists of the LSM counter electrode, LSM working electrode (coated
with carbon inks), LSM working electrode (coated with carbon inks,
Au nanoparticles, Prussian blue, and glucose oxidase), and LSM
Zhao et al., Sci. Adv. 8, eabp9734 (2022)
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reference electrode [coated with silver/silver chloride (Ag/AgCl)] and
can concurrently measure glucose, uric acid (UA), and caffeine (CAF)
from human sweat (fig. S15). Here, the sweat-sensing area is covered
with the sweat absorption pad (Texwipe TX609) for sweat collection.
Besides, gelatin-dopamine–based adhesives are coated on porous
SEBS to improve the device stickiness and enhance the conformal
contact between the Janus wearable and skin (Fig. 3D and fig. S16).
In addition, the Janus wearable device can be interfaced with the
mobile data acquisition circuit (fig. S17) for in situ data processing
and wireless data transmission by Bluetooth Low Energy. Here, the
mobile data acquisition circuit is assembled on a flexible printed
circuit board with the off-the-shelf electronic components (Fig. 3E).
The simplified block diagram is shown in Fig. 3F, and the detailed
4 of 11
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Fig. 2. Cytotoxicity tests and MRI compatibility characterization of laser-scribed MoO2. (A) Relative fluorescence intensity of three cell lines after 5 days of culturing
on the LSM and control sample (tissue culture polystyrene). (B) Fluorescence images of stained HaCaT cells on the LSM and control sample after 1, 3, and 5 days of culturing.
Live and dead cells were stained in green and red, respectively. Scale bars, 50 m. (C) Magnetic susceptibility of LSM on porous SEBS measured at 300 K under applied
magnetic fields of −7 to 7 T. (D) Absolute values of magnetic susceptibility () differences between water and some conductive materials (LSM, Pt, Au, Ag, and Cu) used
in bioelectronics. (E) Temperature changes of LSM during the MRI scanning measured with a fiber optic temperature sensor, showing negligible fluctuation. MRI images
of a porcine head attached with LSM from the coronal (left), axial (middle), and sagittal (right) directions (F), showing no distortion or artifact in the LSM vicinity. The
arrows indicate the LSM location on the porcine head.
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design and used off-the-shelf electronic components are provided
in figs. S18 and S19 and table S1. In addition, the recorded biosignals
can be displayed on the smartphone installed with a customized
mobile software application (Fig. 3F and movie S1).
Figures S20 to S27 display the performance and characterization
of representative LSM-based bioelectronic devices that touch the skin
(i.e., devices on the bottom side of the Janus wearable). Here, the
obtained LSM-based devices can monitor a rich variety of health-
related biophysical and biochemical signals from human skin and
can provide programmed thermal and electrical stimulations on
human body. In specific, the LSM-based temperature sensor exhibits
a positive temperature coefficient of resistance (0.72% oC−1) and
can capture dynamic skin temperature changes after applying a hot
pad (fig. S20, A to C). The same device can be used as a joule heater
by applying voltages on the LSM conductive trace, which can operate
well on the human wrist at the flexed and extended states (fig. S20,
D and E). In addition, the LSM-based electrophysiological sensor,
with the skin-device contact impedance comparable to that of conventional Ag/AgCl gel electrodes (fig. S21), can perform high-fidelity
Zhao et al., Sci. Adv. 8, eabp9734 (2022)
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measurements of ECG, EEG, and EMG from various locations in
the human body. Figure S22 (A and B) shows that the LSM-based
electrophysiological sensor can continuously record ECG signals from
the human chest with high quality (signal-to-noise ratio, ~21.2 dB)
and clearly distinguishable P-wave, QRS complex, and T-wave. The
respiration rates and instantaneous heart rates (HRs) can be determined from recorded ECG signals, and the results agree well with
the data measured with conventional methods (fig. S22, C to E). In
addition, the electrophysiological sensor can capture EEG signals
from foreheads when human volunteers first opened their eyes for
50 s and then closed their eyes for 100 s (alpha rhythm with the
frequency centered at ~10 Hz; fig. S23). In addition, distinguishable
EMG signals (signal-to-noise ratio, ~19.2 dB) can be detected by the
LSM-based electrophysiological sensor from the forearm (flexor carpi
radialis muscle) when the volunteer bent his wrist for different times
and bent his different fingers (fig. S24, A and B). Moreover, programmed electrical stimulations can be applied to human body using
LSM-based electrodes. In addition, the stimulation signals and induced EMG signals (fig. S24C) recorded from the same muscle (flexor
5 of 11
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Fig. 3. Janus on-skin wearables based on laser-scribed MoO2. (A) Exploded view of the Janus on-skin wearable based on LSM patterned on porous SEBS. Schematic
illustration of bioelectronic devices on the top side (B) and the bottom side (C) of the Janus wearable. (D) Photograph showing the good stickiness between the Janus
wearable and skin. (E) Photograph of the flexible printed circuit board assembled with off-the-shelf electronic components for in situ data processing and Bluetooth-
enabled wireless data transmission. (F) System-level block diagram of the mobile data acquisition circuit. (G) Illustration of graphic data display on the smartphone
installed with a customized software application. Scale bars, 1 cm. Details about the performance and characterization of LSM-based on-skin bioelectronic devices are
provided in figs. S20 to S31. Mobile data acquisition, wireless data transmission, and graphic display on the smartphone are demonstrated in movie S1.
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Figures S28 to S31 show the performance and characterization
of LSM-based representative bioelectronic devices that are exposed
to air (i.e., devices on the top side of the Janus wearable), which are
useful in health and environmental monitoring. For example, excessive exposure to UV radiation has associated risks with various
medical conditions (e.g., skin cancer and skin aging) (40). The fabricated UV sensor, consisting of LSM interdigital electrodes coated
with ZnO nanowires, can detect UV light intensity (fig. S28) based
on the photogenerated variations in the concentrations of the surface states on ZnO nanowires (41), indicating a large on/off ratio
(~104) and a rapid response time (~22 s). In addition, the humidity
in the air and human breath can be detected on the basis of the water
absorption and desorption on GO (42) coated on the LSM interdigital
electrode (fig. S29), which can lead to capacitance change. Besides,
the alcohol gas sensor, consisting of LSM interdigital electrodes
coated with WSe2 nanoflakes, can detect alcohol gas concentrations
in the human breath samples (fig. S30) because the absorbed alcohol molecules on WSe2 can reduce the depletion layer formed by O2
absorption, attributing to more electron release and leading to decreased
resistance (43). Moreover, detecting amine gases (e.g., ammonia,
putrescine, and cadaverine) can be achieved on the PTS-PANI–coated
LSM interdigital electrodes because the amine groups of absorbed
gas molecules can donate lone electrons to PTS-PANI, resulting in
dedoping and increasing the resistance of PANI (44). As shown
in fig. S31, the obtained NH3 gas sensor can not only detect NH3 concentrations in human breath samples, which is useful for some
diseases diagnosis (e.g., liver failure) (45), but also respond to biogenic amine gases (e.g., putrescine and cadaverine) for monitoring
food spoilage (44).

Fig. 4. Demonstration of LSM-based Janus on-skin wearables in daily-life activities. (A) Illustration (left) and the UV light density and relative humidity (RH) on the
campus playground and a nearby trail (right) measured with the LSM-based Janus wearable. (B) Illustration (left) and electrical resistance responses of the LSM-based
ammonia sensor to the fresh and spoiled fish and beef (right). (C) Dynamic concentration changes of the CAF, UA, and glucose in human sweat before and after eating
brunch (including beef, fish, and coffee) over an 8-hour period. Here, exercise was used to produce sweat. (D) Dynamic changes of the relative changes of slow alpha area
(S/S0), breath alcohol concentration (BrAC), HR, and HRV before and after drinking wine [~0.5 g of white wine (56% alcohol by volume) per 1 kg of body weight of the
human volunteer] over an 8.5-hour period. Here, all the experiments were repeated three times independently with similar results.
Zhao et al., Sci. Adv. 8, eabp9734 (2022)
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carpi radialis muscle) align well with each other, indicating potential
applications in wound healing, pain relief, and rehabilitation by
providing programmed electrical stimulations (35–37).
Sweat biochemical sensing can provide insights into the health
status from the molecular level (38, 39). In this work, we have developed
LSM-based sweat biochemical sensors for glucose, UA, and CAF
detections (fig. S15), which can be further extended for monitoring
other sweat biochemicals via additional functionalizations of LSM
basis electrodes. The glucose detection is based on the glucose oxidation by the glucose oxidase on the LSM working electrode (coated
with carbon inks, Au nanoparticles, Prussian blue, and glucose oxidase),
which is accompanied with hydrogen peroxide production. The current
produced by oxidizing hydrogen peroxide is linearly proportional
to the glucose concentration. Thus, glucose concentrations can
be determined by monitoring the response currents (sensitivity,
~15.7 nA M−1; fig. S25, A and B). In addition, fig. S25 (C to E) indicates that the LSM-based glucose sensor exhibits high repeatability,
long-term stability, and high selectivity. For example, as shown in
fig. S25E, the interferential sweat analytes of lactate, UA, and CAF have
a negligible effect on glucose monitoring. UA and CAF detection is based
on the electrochemical oxidations of UA and CAF under different specific potentials (UA, ~0.15 V; CAF, ~1.11 V) on LSM working electrodes
(coated with carbon inks) using the differential pulse voltammetry
method, demonstrating high sensitivity, repeatability, stability, and
selectivity (figs. S26 and S27). For example, the produced currents
of UA and CAF oxidations are linearly proportional to their concentrations with sensitivity at ~63.9 and ~47.3 nA M−1, respectively. In
addition, interferential sweat analytes (glucose, lactate, CAF, or UA)
have negligible effects on the detections of UA and CAF.

SCIENCE ADVANCES | RESEARCH ARTICLE
Demonstration of Janus on-skin wearables in
daily-life activities
In addition to potential applications in health care enabled by physiological monitoring and programmed stimulations, we have further

demonstrated the potential applications of LSM-based Janus wearables in daily activities (Fig. 4). In the first scenario, a human volunteer
took a walk on the campus playground where high UV intensity
(~321 W cm−2) and low relative humidity (~20%) were detected.

Downloaded from https://www.science.org at Missouri University of Science and Technology on November 22, 2022
Fig. 5. LSM-based light-driven soft actuator and its applications in reconfigurable 3D structures, reshapable wearable devices, and soft robots. (A) Schematic
illustration of LSM-based light-driven soft actuator. (B) Maximum bending angles of LSM-based soft actuator as a function of the power density of the infrared lamp
(Phillips, BR40 Infrared Lamp). Flower-like (C) and windmill-like (D) reconfigurable 3D structures (right) and their corresponding 2D patterns (left). Reconfigurable multilayer 3D architectures (right) formed by combining LSM-based soft actuator with the mechanically assembled bilayer cage (E) and umbrella (F) and the corresponding 2D
patterns of the cage and umbrella (left). Here, red dots in 2D patterns indicate bonding sites. (G) Schematic illustration and optical images of the reshapable wearable
airflow sensor. The airflow sensor consists of six petal-like LSM soft actuators, and each of them is integrated with a strain gauge made of LIG, classified as sensing channels
1 to 6. Scale bars, 0.5 cm (C to G). (H) Electrical resistance responses of the six sensing channels of the reshapable airflow sensor under different flow rates (left) and flow
directions (right). (I) Ammonia gas concentrations at different locations of a trail 8 cm in length, measured by a smart robotic worm integrated with an ammonia gas
sensor. Here, an open bottle with the ammonium hydroxide solution (~30% by weight) was placed in the middle of the trail. In addition, the light-driven smart robotic
worm moved from one end to the other end of the trail, guided by single-way stairs (54). Besides, recent research indicates that soft robotic worms with specific asymmetric structural designs can also perform one-way movement without needing single-way stairs (55, 56).
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(Fig. 5, G and H). The sensor consists of six petal-like LSM-based
soft actuators, and each of them is integrated with a strain gauge
made of LIG, classified as six sensing channels. These sensing channels
are separately addressable. When not in use, the sensor is in its 2D
configuration to save space. During operation, the sensor reconfigures
into 3D structure, which can not only provide high sensitivity (fig.
S38) but also detect the direction of airflow by measuring resistance
changes in the six sensing channels. Furthermore, we have developed
an LSM-based worm-like smart soft robot (Fig. 5I and movie S3).
The smart soft robotic worm, integrated with the ammonia sensor,
can perform controlled motions driven through turning on and off
the infrared illumination and can detect ammonia leakage in the
environment, indicating potential applications in environmental
monitoring and homeland security.

Light-driven soft actuator based on laser-scribed MoO2
Soft actuator is the basic building block of some emerging complex
functional devices and can find broad applications in reconfigurable
3D structures, reshapable bioelectronics, soft robots, responsive metamaterials, tunable optics, and many others (12, 48). In this section,
we have developed LSM-based light-driven soft actuators (Fig. 5
and figs. S35 to S38) by taking advantage of its outstanding photothermal effect (19, 20). As shown in Fig. 5A, the soft actuator consists of PI, LSM, and PDMS trilayer structures. Here, LSM serves as
a pliable photothermal heater. Upon infrared illumination (Phillips,
BR40 Infrared Lamp), the actuator can bend to the PI side because
of the stress caused by the significant thermal expansion difference
between PI and PDMS. The maximum bending angle can be controlled by the power density of the infrared lamp (Fig. 5B and fig.
S36). The soft actuator takes about 7 s to bend from 0° to 225° and
needs about 9 s to recover. Figure 5 (C to F), fig. S37, and movie S2
illustrate reconfigurable 3D structures made of LSM-based soft
actuators. The demonstration examples include flower-like 3D
structures and windmill-like 3D structures and integrations with
mechanically assembled 3D structures (49, 50) to form complicated,
multilayer 3D architectures. The reconfigurations between 2D and
3D shapes can be achieved reversibly by turning off and on the
infrared illumination. Taking advantage of the 2D-to-3D reconfiguration, a reshapable wearable airflow sensor has been developed

Materials
Molybdenum chloride, ethanol, phosphate-buffered saline (PBS),
ammonium hydroxide, aniline, carbon ink (E3449), and Ag/AgCl
ink (E2414) were purchased from Thermo Fisher Scientific. Lactate,
UA, glucose, CAF, putrescine, cadaverine, glucose oxidase, iron(III)
p-toluene sulfonate hexahydrate, and graphite flakes were purchased
from Sigma-Aldrich. ZnO nanowires (NWZO01A5) were purchased
from ACS Material. PDMS (Sylgard 184) was purchased from Dow.
PI (Kapton 100HN) was received from Dupont. SEBS (H1062) was
received from Asahi Kasei. Nafion solutions and WSe2 were purchased
from Alfa Aesar.

Zhao et al., Sci. Adv. 8, eabp9734 (2022)

22 June 2022

DISCUSSION

In summary, we report a laser-assisted, universal fabrication approach
to scribing MoO2 with arbitrary patterns on soft elastomers and other
substrates. LSM demonstrates high electrical conductivity, biocompatibility, chemical stability, MRI compatibility, and photothermal
effects. Furthermore, we have developed LSM-based on-skin wearable
devices that have the Janus device layouts and can link with mobile
data acquisition circuits for in situ data processing, wireless data transmission, and graphic data display on the smartphone. The obtained
Janus on-skin wearables can not only monitor a rich variety of
physiological signals from human skin but also collect useful information from both human breath and surrounding environments. In
addition, we have developed an LSM-based light-driven soft actuator
and demonstrated its applications in reconfigurable 3D architectures,
reshapable wearable airflow meters, and smart soft robotic worms
integrated with bioelectronics.
MATERIALS AND METHODS

LSM and device fabrication
The fabrication of LSM begins with the preparation of the precursor
solutions [1 M MoCl5 in deionized water (DI water) and ethanol
with the volume ratio of 1:4]. Next, the precursor is spray-coated on
the targeted substrate using a commercial airbrush (G222; Master
Airbrush). Here, the amount of spray-coated MoCl5 can be controlled
by the volume of spray-coated precursor solutions. Subsequently,
CO2 laser scribing of MoO2 is performed using a VLS2.30 universal
laser system (wavelength, 10.6 m; beam size, 120 m; pulse duration,14 s; maximum power, 30 W; maximum scanning speed,
23 inches s−1) under ambient conditions. If not particularly indicated, then the setting of the CO2 laser system is fixed at 7% of the
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Thus, the volunteer went to a nearby trail for a walk (Fig. 4A), which
is surrounded by trees and a rivulet and has a healthy environment
(UV intensity, ~45 W cm−2; humidity, ~45%). In the second scenario, the volunteer had beef, fish, and coffee for his brunch. Before
cooking beef and fish, the volunteer checked the food spoilage using
LSM-based Janus wearables (Fig. 4B). After finishing brunch, the
glucose, UA, and CAF in the sweat of the volunteer were tracked
using LSM-based Janus wearables. Figure 4C shows that the sweat
concentrations of these biochemicals first markedly increased and
then returned to their normal levels after about 8 hours due to metabolism. In the second day, the volunteer drank white wine [~0.5 g
of white wine (56% alcohol by volume) per 1 kg of body weight of
the volunteer]. It is known that alcohol intake has both short-term
and long-term effects on the human body and behavior. Here, LSMbased Janus wearables can track the brain and heart activities and
breath alcohol concentrations of the volunteer (Fig. 4D), showing
potential applications in alcoholism studies. In specific, slow alpha
activity (S/S0) rapidly increased at the beginning 15 min of wine
drinking, associated with episodes of subjective euphoria caused by
alcohol intake, and then relatively slowly increased to the peak value
in the following 2 hours, consistent with a more relaxed but awake
mental state induced by alcohol intake (46). Here, S0 is the integral
area of slow alpha rhythm (~7.5 to 10 Hz) before alcohol intake, and
S is calculated by subtracting S0 from the integral area of slow alpha
rhythm recorded at different times after alcohol intake (figs. S32 and
S33). Besides, the concentration of breath alcohol was tracked by
LSM-based alcohol gas sensors, which reached the peak value after
about 2 hours of wine drinking and returned to the normal value
after around 8 hours (fig. S34). Notably, the HR and HR variation
(HRV) can be determined from the ECG signals recorded by LSMbased electrophysiological sensors (fig. S22). After drinking white
wine, the volunteer’s HR increased, and his HRV decreased, indicating decreased efficiency of autonomic control (47). It needed
about 8 hours for his HR and HRV to return to their normal values.
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Characterizations and measurements
XRD patterns were taken using a Philips X’Pert Materials Research
diffractometer equipped with a Cu K radiation source. Raman spectra
were obtained on a Renishaw Raman microscope. SEM and TEM
images were taken with a FEI Quanta 600F Environmental SEM and
FEI Tecnai F30 G2 Twin Transmission Electron Microscope, respectively. EDS data were obtained by a Bruker Quantax 200 EDS. Fourier transform infrared (FT-IR) and UV-VIS spectra were collected
using a Nicolet 4700 FT-IR spectrophotometer and UV-VIS spectrophotometer (UV-2401, Shimadzu), respectively. Fluorescence images
were taken with a Zeiss Axiovert 40 CFL trinocular inverted fluorescence phase contrast microscope. Magnetic susceptibility of LSM
was measured by a superconducting quantum interference device
(MPMS3, Quantum Design North America, USA). A 3T Siemens
Prisma scanner with a 20-channel head coil was used for MRI scanning. Infrared images were collected using a commercial thermal
camera (FLIR E6). Mechanical properties were characterized on a
Mark-10 ESM303 tensile tester.
For mobile data acquisition, the alcohol, temperature, UV, and
NH3 were detected by monitoring the resistance changes under specific
voltages with a source meter module, consisting of a dc/ac generator,
an output buffer, and a multiplexer. Humidity was detected by capacitance measurement with the source meter module. The differential
pulse voltammetry module was used for UA and CAF monitoring,
and chronoamperometry was used for glucose monitoring. Electrophysiological signals were recorded by the physiological potentiometric
module consisting of the programmable gain amplifier and digital
filter. The signals were smoothed by a low-pass filter and converted
Zhao et al., Sci. Adv. 8, eabp9734 (2022)
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by the analog-to-digital converter for further processing in the digital
signal processor. The processed data were transmitted to the smartphone wirelessly by Bluetooth Low Energy. The mobile data acquisition circuit was connected to LSM-based wearable devices using
the flexible flat cable (Premo-Flex, Molex) and the Z-axis conductive
tape (Adafruit).
Temperature measurements were validated and calibrated using
thermocouples (SA1-K, OMEGA Engineering) with a thermometer
(HH309A, OMEGA Engineering). Humidity measurements were
validated and calibrated using a traceable hygrometer (Thermo Fisher
Scientific). Electrophysiological measurements were validated and
conducted using PowerLab T26 (AD Instruments), and electrical
stimulations were performed using the same instrument. UV light was
produced by a commercial UV light source with (AI-2UV20DC), and
the UV intensity was determined by a UV meter (UV513AB, General
Tools; 280 to 400 nm). Alcohol measurements were validated and
calibrated by a breath alcohol tester (BT-S80, BACtrack). Electrochemical characterizations were conducted using an electrochemical
station (CHI660E, CH Instruments Inc.) The airflow rates were
measured using a digital anemometer (BT-856-A, BTMETER). The
resistance, impedance, and capacitance were measured with an LCR
meter (IM3523, HIOKI) and dual-channel source meter (2604B,
Keithley Instruments).
In vitro cytotoxicity assay
The cytotoxicity of LSM was studied following a contact mode protocol using HaCaT, U937, and HDF- (53). The LSM samples were
cut into disks with a diameter of 1 cm and sterilized with 70% ethanol,
followed by rinsing with sterilized PBS. Cells (5 × 104 cells cm−2)
were cultured in a 24-well culture plate using Dulbecco’s modified
Eagle’s medium (Thermo Fisher Scientific) supplemented with 10%
fetal bovine serum (Thermo Fisher Scientific). After 6 hours for cell
attachment on the culturing plate, the presterilized LSM samples
were carefully transferred to the wells containing cells, ensuring the
samples to contact with the cells. Then, the plate containing both
cells and LSM samples was cultured for 5 days, and the culture
medium was changed every 2 days. On days 1, 3, and 5, the viability
of the cells contacting with LSM samples was determined both qualitatively and quantitatively using an Alamar Blue assay (Thermo
Fisher Scientific) and a LIVE/DEAD assay. The Alamar Blue assay
was implemented following the protocol provided by the manufacturer. The cells were also stained with a LIVE/DEAD cell viability
kit (Thermo Fisher Scientific) and then examined using an inverted
fluorescence microscope (Zeiss, White Plains, NY, USA).
Experiments on human participants
All experiments were conducted under approval from the Institutional
Review Board at the University of Missouri at Columbia (number
2010272). All human participants gave written and informed consent
before participation in the studies.
SUPPLEMENTARY MATERIALS

Supplementary material for this article is available at https://science.org/doi/10.1126/
sciadv.abp9734
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